FAST BLACK K    CAS # 27766478

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36

    Risk Statements: Irritating to eyes.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST BLACK K    CAS # 64071869

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36

    Risk Statements: Irritating to eyes.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST BLUE B SALT    CAS # 20282706

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.   

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.   

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST BLUE BB SALT    CAS # 5486840

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 40

   Risk Statements: Harmful if swallowed. Limited evidence of a

   carcinogenic effect.

   S: 36/37

   Safety Statements: Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST BLUE RR SALT    CAS # 14726295

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas Zinc/zinc

oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST GARNET GBC    CAS # 101893   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   C   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 4.1 - TD50     3.7 mg/Kg

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 45

   Risk Statements: May cause cancer.

   S: 53 45

   Safety Statements: Avoid exposure - obtain special instructions

   before use. In case of accident or if you feel unwell, seek

   medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST GARNET GBC BASE    CAS # 97563   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   C   .   E   .   .   .   .   .   K   L

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 4.1 - TD50     4.0 mg/Kg

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 4.4 - LD50    18.9 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Causes eye and skin irritation.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 45 43

   Risk Statements: May cause cancer. May cause sensitization by

 skin contact.

   S: 53 45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 mg/m3

   DOE Short Term Exposure Limit  6 mg/m3

   DOE Ceiling Limit 40 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST GREEN FCF    CAS # 2353459

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 68

    Risk Statements: Possible risk of irreversible effects.

    S: 36/37

    Safety Statements: Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST GREEN FCF    CAS # 2353549

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 68

    Risk Statements: Possible risk of irreversible effects.

    S: 36/37

    Safety Statements: Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST ORANGE BASE    CAS # 15636563

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.5 - LD50  1600.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at -20°C

REACTIVE PROPERTIES

STORAGE   Store at -20░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST RED 3 GL SALT    CAS # 14263899   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3.1 - LD50   400.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Causes eye and skin irritation.

TARGET ORGAN(S) OR SYSTEM(S)

   Male reproductive system.

SIGNS AND SYMPTOMS OF EXPOSURE

   Absorption into the body leads to the formation of methemoglobin

   which in sufficient concentration causes cyanosis. Onset may be

   delayed 2 to 4 hours or longer. To the best of our knowledge,

   the chemical, physical, and toxicological properties have not

   been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

Store at -20°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST RED B SALT    CAS # 49735719

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes skin, andclothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST RED ITR SALT    CAS # 27580149

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides Hydrogen chloride

gas

Store at -20°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. Store at -20°C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21/22 40

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed. Limited evidence of a carcinogenic effect.

   S: 22 36

   Safety Statements: Do not breathe dust. Wear suitable protective

   clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAST VIOLET B BASE    CAS # 99218

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FAT RED 7B    CAS # 6368725

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FD AND C YELLOW NO. 1    CAS # 846708

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin   Eye

Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Sodium oxide

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FENBENDAZOLE    CAS # 43210679

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur dioxide

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FENCHYL ALCOHOL    CAS # 2217029

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

    Inhalation: May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

    Multiple Routes: Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Nausea, dizziness, and headache. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  165.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRIC ACETYLACETONATE    CAS # 14024181

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1872.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   May liberate 2,4-pentanedione upon decomposition.

   2,4-Pentanedione has the following toxicological hazards: toxic,

   irritant, neurological hazard, teratogen, possible mutagen,

   target organ - thymus. In humans, 2,4-pentanedione is reported

   to cause contact dermatitis and contact urticaria.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 36

   Risk Statements: Harmful if swallowed. Irritating to eyes.

   S: 26

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRIC AMMONIUM CITRATE    CAS # 1185575

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Overdose of iron compounds may have a corrosive effect on the

   gastrointestinal mucosa and be followed by necrosis,

   perforation, and stricture formation. Several hours may elapse

   before symptoms that can include epigastric pain, diarrhea,

   vomiting, nausea, and hematemesis occur. After apparent recovery

   a person may experience metabolic acidosis, convulsions, and

   coma hours or days later. Further complications may develop

   leading to acute liver necrosis that can result in death due to

   hepatic coma. To the best of our knowledge, the chemical,

   physical, and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Ammonia Iron and iron salts

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive. Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 mg/m3

   DOE Short Term Exposure Limit  3 mg/m3

   DOE Ceiling Limit 500 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRIC CHLORIDE    CAS # 7705080

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   450.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD

  INHALATION RISK INDEX   2.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes severe eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Overdose of iron compounds may have a corrosive effect on the

   gastrointestinal mucosa and be followed by necrosis,

   perforation, and stricture formation. Several hours may elapse

   before symptoms that can include epigastric pain, diarrhea,

   vomiting, nausea, and hematemesis occur. After apparent recovery

   a person may experience metabolic acidosis, convulsions, and

   coma hours or days later. Further complications may develop

   leading to acute liver necrosis that can result in death due to

   hepatic coma. To the best of our knowledge, the chemical,

   physical, and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE***** mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Forms explosive mixtures with:,

Sodium, Potassium.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Iron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store

under nitrogen\. SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 38 41

   Risk Statements: Harmful if swallowed. Irritating to skin. Risk

   of serious damage to eyes.

   S: 26 39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   eye/face protection.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2.9 mg/m3

   DOE Short Term Exposure Limit  3.5 mg/m3

   DOE Ceiling Limit 25 mg/m3

  Immediately Dangerous to Life and Health   125 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRIC CHLORIDE HEXAHYDRATE    CAS # 10025771

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: May be harmful if inhaled. Material is extremely

    destructive to the tissue of the mucous membranes and upper

    respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Overdose of iron compounds may have a corrosive effect on the

    gastrointestinal mucosa and be followed by necrosis,

    perforation, and stricture formation. Several hours may elapse

    before symptoms that can include epigastric pain, diarrhea,

    vomiting, nausea, and hematemesis occur. After apparent recovery

    a person may experience metabolic acidosis, convulsions, and

    coma hours or days later. Further complications may develop

    leading to acute liver necrosis that can result in death due to

    hepatic coma. To the best of our knowledge, the chemical,

    physical, and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .1000 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Potassium, Sodium, Forms explosive mixtures  with:, Strong

oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Iron oxides Hydrogen chloride  gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store

under inert gas\. SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 22-34

    Risk Statements: Harmful if swallowed. Causes burns.

    S: 26-27-36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  4.84 mg/m3

   DOE Short Term Exposure Limit  75 mg/m3

   DOE Ceiling Limit 100 mg/m3

  Immediately Dangerous to Life and Health   100 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRIC CITRATE    CAS # 3522507

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Light sensitive.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRIC FERROCYANIDE    CAS # 14038438

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  8000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen cyanide Iron oxides Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22-24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

  Immediately Dangerous to Life and Health  25 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRIC NITRATE NONAHYDRATE    CAS # 7782618

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1   OX   

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3250.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Absorption into the body leads to the formation of methemoglobin

   which in sufficient concentration causes cyanosis. Onset may be

   delayed 2 to 4 hours or longer. Exposure can cause: Nausea,

   dizziness, and headache. Weakness. Incoordination. Confusion.

   Cyanosis. Coma. and possibly death.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Organic materials, Finely powdered metals.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Iron oxides Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from combustible   materials, heat, sparks, and open flame. Store in a cool

dry   place. Store under nitrogen\. SPECIAL REQUIREMENTS  Hygroscopic. Store

under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: O Xi

   Indication of Danger: Oxidizing. Irritant.

   R: 8 36/37/38

   Risk Statements: Contact with combustible material may cause

   fire. Irritating to eyes, respiratory system and skin.

   S: 17 26 36

   Safety Statements: Keep away from combustible material. In case

   of contact with eyes, rinse immediately with plenty of water and

   seek medical advice. Wear suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  7.24 mg/m3

   DOE Short Term Exposure Limit  21.72 mg/m3

   DOE Ceiling Limit 250 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRIC OXIDE    CAS # 1309371

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Long term inhalation exposure to iron (oxide fume or dust) can

   cause siderosis. Siderosis is considered to be a benign

   pneumoconiosis and does not normally cause significant

   physiologic impairment. Siderosis can be observed on x-rays with

   the lungs having a mottled appearance.

IRRITATION DATA

 skin

   Human

   Remarks: Moderate irritation effect

   Eyes

   Human

   Remarks: Moderate irritation effect

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong acids, Peroxides, Chloroformates.

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate

tosurrounding fire conditions.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

  Immediately Dangerous to Life and Health  2500 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 mg/m3

   DOE Short Term Exposure Limit  15 mg/m3

   DOE Ceiling Limit 40 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRIC PERCHLORATE NONAHYDRATE    CAS # 13537241

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: UNUSUAL FIRE AND EXPLOSIONS HAZARDS    HAZARDOUS

POLYMERIZATION    WILL NOT OCCUR.    CONTACT WITH COMBUSTIBLE MATERIAL MAY

CAUSE FIRE.  ADDITIONAL INFORMATION    NONCOMBUSTIBLE.    MOISTURE sensitive

REACTIVE PROPERTIES

CERTAIN METAL PERCHLORATES, WHEN RECRYSTALLIZED FROM BENZENE OR ETHYLALCOHOL,

CAN EXPLODE SPONTANEOUSLY.  EXPLODE WHEN MIXED WITH SULFUR, SULFURICACID,

MELTED WITH REDUCING AGENTS, OR PROJECTED ON RED-HOT CHARCOAL.  FORMEXPLOSIVE

MIXTURES WITH: ORGANIC MATTER, FINELY DIVIDED METALS, CALCIUM ORSTRONTIUM

HYDRIDE.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  6.34 mg/m3

   DOE Short Term Exposure Limit  19 mg/m3

   DOE Ceiling Limit 31.7 mg/m3

  Immediately Dangerous to Life and Health   150 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRIC SULFATE    CAS # 10028225

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: NONCOMBUSTIBLE.    USE EXTINGUISHING MEDIA APPROPRIATE TO

SURROUNDING FIRE CONDITIONS.

TOXIC EMISSIONS WHEN BURNED: T OCCUR

REACTIVE PROPERTIES

EXPLOSIONS OCCUR WHEN POTASSIUM SULFATE AND SODIUM SULFATE ARE MELTED

WITHALUMINUM AND ALSO WHEN BARIUM SULFATE AND CALCIUM SULFATE ARE REDUCED

BYALUMINUM. EXPLOSIVE WHEN MIXED WITH MAGNESIUM.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  3.58 mg/m3

   DOE Short Term Exposure Limit  10.7 mg/m3

   DOE Ceiling Limit 17.9 mg/m3

  Immediately Dangerous to Life and Health   75 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRIC SULFATE PENTAHYDRATE    CAS # 15244107

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    G.I. System. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Overdose of iron compounds may have a corrosive effect on the

    gastrointestinal mucosa and be followed by necrosis,

    perforation, and stricture formation. Several hours may elapse

    before symptoms that can include epigastric pain, diarrhea,

    vomiting, nausea, and hematemesis occur. After apparent recovery

    a person may experience metabolic acidosis, convulsions, and

    coma hours or days later. Further complications may develop

    leading to acute liver necrosis that can result in death due to

    hepatic coma.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic. Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22-36/37

    Risk Statements: Harmful if swallowed. Irritating to eyes and

    respiratory system.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERRITIN    CAS # 9007732

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: WILL NOT OCCUR

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERROCENE    CAS # 102545

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1320.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

   Inhalation: May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

   Multiple Routes: May cause irritation.

TARGET ORGAN(S) OR SYSTEM(S)

   Damage to the liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Damage to the liver. To the best of our knowledge, the chemical,

   physical, and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .008703 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

   User Exposure: Avoid inhalation. Do not get in eyes, on skin, on  

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Store in a cool dry place\. SPECIAL REQUIREMENTS   Heat sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F Xn

   Indication of Danger: Highly Flammable. Harmful.

   R: 11 22

   Risk Statements: Highly flammable. Harmful if swallowed.

   S: 16

   Safety Statements: Keep away from sources of ignition - no

   smoking.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERROCENEBORONIC ACID    CAS # 12152942

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Iron oxides Boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36/37

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERROCENECARBOXYLIC ACID    CAS # 1271427

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

TOXIC EMISSIONS WHEN BURNED: Iron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure.     Suitable: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERROCENEDICARBOXYLIC ACID (1,1-)    CAS # 1293874

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAG   Suitable: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERROUS AMMONIUM SULFATE HEXAHYDRATE    CAS # 7783859

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3250.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, an   toxicological

properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Ammonia Sulfur oxides Iron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store under nitrogen\. SPECIAL REQUIREMENTS  Store under

inert gas. Air and light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  3.19 mg/m3

   DOE Short Term Exposure Limit  9.56 mg/m3

   DOE Ceiling Limit 15.9 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERROUS CHLORIDE    CAS # 7758943

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   450.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD

  INHALATION RISK INDEX   2.9 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. May be harmfu   if

inhaled.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Material is extremely destructive to tissue of the

   mucous membranes and upper respiratory tract, eyes, and skin.

   Overdose of iron compounds may have a corrosive effect on the

   gastrointestinal mucosa and be followed by necrosis,

   perforation, and stricture formation. Several hours may elapse

   before symptoms that can include epigastric pain, diarrhea,

   vomiting, nausea, and hematemesis occur. After apparent recovery

   a person may experience metabolic acidosis, convulsions, and

   coma hours or days later. Further complications may develop

   leading to acute liver necrosis that can result in death due to

   hepatic coma.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE   10.0 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Forms explosive mixtures with:, Strong oxidizing agents,

Potassium, Sodium.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS Handle and store under inert gas. Air and moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 22 34

   Risk Statements: Harmful if swallowed. Causes burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2.27 mg/m3

   DOE Short Term Exposure Limit  6.81 mg/m3

   DOE Ceiling Limit 11.3 mg/m3

  Immediately Dangerous to Life and Health   200 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERROUS SULFATE HEPTAHYDRATE    CAS # 7720787

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1389.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.5 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE   10.7 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2.72 mg/m3

   DOE Short Term Exposure Limit  8.16 mg/m3

   DOE Ceiling Limit 13.6 mg/m3

  Immediately Dangerous to Life and Health   350 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FERROUS SULFIDE    CAS # 1317379

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   Overdose of iron compounds may have a corrosive effect on the

   gastrointestinal mucosa and be followed by necrosis,

   perforation, and stricture formation. Several hours may elapse

   before symptoms that can include epigastric pain, diarrhea,

   vomiting, nausea, and hematemesis occur. After apparent recovery

   a person may experience metabolic acidosis, convulsions, and

   coma hours or days later. Further complications may develo   leading to

acute liver necrosis that can result in death due to

   hepatic coma.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

INCOMPATIBILITIES:Avoid contact with acid., Hydrogen peroxide, Strong

oxidizing agents

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen sulfide gas Iron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Air and moisture sensitive. Avoid contact with acid.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: N

   Indication of Danger: Dangerous for the environment.

   R: 31 50

   Risk Statements: Contact with acids liberates toxic gas. Very

   toxic to aquatic organisms.

   S: 60 61

   Safety Statements: This material and its container must be

   disposed of as hazardous waste. Avoid release to the

   environment. Refer to special instructions/safety data sheets.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FIBERGLASS    CAS # 65997173

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Hydrogen fluoride.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Silicon oxide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 mg/m3

   DOE Short Term Exposure Limit  15 mg/m3

   DOE Ceiling Limit 60 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FICOLL    CAS # 26873858

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FICOLL TYPE D    CAS # 72146895

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FISETIN HYDRATE    CAS # 528483

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate

tosurrounding fire conditions.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22-24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FISKE-SUBBAROW REDUCER    CAS # 000013

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen sulfide gas Sodium

oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store under nitrogen\. SPECIAL REQUIREMENTS  Store under

inert gas. Air and moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 36/37/38

    Risk Statements: Harmful if swallowed. Irritating to eyes,

    respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FISKE-SUBBAROW REDUCER    CAS # 13

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: ON MONOXIDEsensitive TO MOIS

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FITC    CAS # 3326327

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

    Respiratory: May cause allergic respiratory reaction.

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system. Lungs.

    Exposure may cause: Damage to the lungs. Repeated exposure may

    cause asthma. Nausea, dizziness, and headache. Lung irritation.

    To the best of our knowledge, the chemical, physical, and

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Alcohols, Strong bases, Amines, Acids, Strong  oxidizing

agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: RODUCTS  produce  and n

REACTIVE PROPERTIES

HANDLING skin, and clothing. Avoid prolonged or repeated exposure. STORAGE:

Keep tightly closed. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLAVIN ADENINE DINUCLEOTIDE DISODIUM    CAS # 146145

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  7000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLAVONE    CAS # 525826

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  8064.5 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: Causes eye and skin irritation. May be harmful

   by inhalation, ingestion, or skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26-36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLAZO ORABGE    CAS # 3566947

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

S

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

Store at 2-8°C

REACTIVE PROPERTIES

STORAGE   Store at 2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLORISIL    CAS # 1343880

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong acids, Hydrogen fluoride.

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate to

surrounding fire conditions.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUFENAMIC ACID    CAS # 530789

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   249.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    May cause cyanosis (blue-gray coloring of skin and lips caused

    by lack of oxygen). Exposure can cause: Narcotic effect. To the

    best of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 36/38 22

    Risk Statements: Irritating to eyes and skin. Harmful if

    swallowed.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOBORIC ACID    CAS # 16872110

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  ACUTE TOXICTY RISK INDEX 3.7 - LD50   100.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   3.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE    5.0 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     f - Inorganic Acid (Non-Oxidizing)

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2.89 mg/m3

   DOE Short Term Exposure Limit  2.89 mg/m3

   DOE Ceiling Limit 7.5 mg/m3

  Immediately Dangerous to Life and Health   40 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORANTHENE    CAS # 206440

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .010000 mm Hg @ 20 °C

  FLASH POINT  388.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .004 mg/m3

   DOE Short Term Exposure Limit  .01 mg/m3

   DOE Ceiling Limit .075 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORENE    CAS # 86737

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .009700 mm Hg @ 20 °C

  FLASH POINT  303.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

  Immediately Dangerous to Life and Health  25 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  7.5 mg/m3

   DOE Short Term Exposure Limit  25 mg/m3

   DOE Ceiling Limit 150 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORENEMETHANOL (9-)    CAS # 24324172

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORENONE (9-)    CAS # 486259

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  325.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

   User Exposure: Avoid inhalation. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Store in a cool dry place.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORENYLMETHYL CHLOROFORMATE    CAS # 28920436   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns. Lachrymator.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. May be harmful

   if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and  

vomiting. Material is extremely destructive to tissue of the

   mucous membranes and upper respiratory tract, eyes, and skin. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids, Strong bases, Alcohols, Amines.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas  Phosgene gas

Store at 2-8°C

Keep tightly closed.

May develop pressure. Open carefully. Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. Open   carefully. STORAGE: Keep tightly

closed\. Store at 2-8░C SPECIAL REQUIREMENTS   May develop pressure. Open

carefully. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34

   Risk Statements: Causes burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORESCAMINE    CAS # 38183129

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.ROUTE OF

EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: STABILITY Stable: StableMaterials to Avoid:

Strong oxidizing agents HAZARDOUS DECOMPOSITION PRODUCTS   Hazardous

Decomposition Products: Carbon monoxide Carbon dioxideSTABILITY   Stable:

Stable   Materials

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    HANDLING: Avoid inhalation. Avoid contact with eyes,

skin, and clothing. Avoid prolonged or repeated exposure. STORAGE: Keep

tightly closed. Store in a cool dry place.    HANDLING: Avoid inhalation.

Avoid contact with eyes, skin, and clothing. Avoid prolonged or repeated

exposure. STORAGE: Keep tightly closed. Store in a cool dry place.   

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    HANDLING: Avoid inhalation. Avoid contact with eyes,

skin, and clothing. Avoid prolonged or repeated exposure. STORAGE: Keep

tightly closed. Store in a cool dry place.    HANDLING: Avoid inhalation.

Avoid contact with eyes, skin, and clothing. Avoid prolonged or repeated

exposure. STORAGE: Keep tightly closed. Store in a cool dry place.   

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    HANDLING: Avoid inhalation. Avoid contact with eyes,

skin, and clothing. Avoid prolonged or repeated exposure. STORAGE: Keep

tightly closed. Store in a cool dry place.    HANDLING: Avoid inhalation.

Avoid contact with eyes, skin, and clothing. Avoid prolonged or repeated

exposure. STORAGE: Keep tightly closed. Store in a cool dry place.   

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    HANDLING: Avoid inhalation. Avoid contact with eyes,

skin, and clothing. Avoid prolonged or repeated exposure. STORAGE: Keep

tightly closed. Store in a cool dry place.    HANDLING: Avoid inhalation.

Avoid contact with eyes, skin, and clothing. Avoid prolonged or repeated

exposure. STORAGE: Keep tightly closed. Store in a cool dry place.   

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    HANDLING: Avoid inhalation. Avoid contact with eyes,

skin, and clothing. Avoid prolonged or repeated exposure. STORAGE: Keep

tightly closed. Store in a cool dry place.    HANDLING: Avoid inhalation.

Avoid contact with eyes, skin, and clothing. Avoid prolonged or repeated

exposure. STORAGE: Keep tightly closed. Store in a cool dry place.   

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    HANDLING: Avoid inhalation. Avoid contact with eyes,

skin, and clothing. Avoid prolonged or repeated exposure. STORAGE: Keep

tightly closed. Store in a cool dry place.    HANDLING: Avoid inhalation.

Avoid contact with eyes, skin, and clothing. Avoid prolonged or repeated

exposure. STORAGE: Keep tightly closed. Store in a cool dry place.   

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.        

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORESCEIN    CAS # 2321075   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22-24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .4 mg/m3

   DOE Short Term Exposure Limit  1.25 mg/m3

   DOE Ceiling Limit 7.5 mg/m3

  Immediately Dangerous to Life and Health   250 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORESCEIN DIACETATE    CAS # 596098

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

CONDITIONS AGGRAVATED BY EXPOSURE

    The toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at -20°C

REACTIVE PROPERTIES

STORAGE Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORESCEIN ISOTHIOCYANATE    CAS # 27072453

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

    Respiratory: May cause allergic respiratory reaction.

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system. Lungs.

    Exposure may cause: Damage to the lungs. Repeated exposure may

    cause asthma. Nausea, dizziness, and headache. Lung irritation.

    To the best of our knowledge, the chemical, physical, and

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Alcohols, Strong bases, Amines, Acids, Strong  oxidizing

agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: and nitrogen oxides  Sulfur oxides HAZARDOUS

POLYMERIZATION

REACTIVE PROPERTIES

HANDLING skin, and clothing. Avoid prolonged or repeated exposure. STORAGE:

Keep tightly closed. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORESCEIN MERCURIC ACETATE    CAS # 32382277

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be fatal if absorbed through skin. Readily

    absorbed through skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be fatal if inhaled. Material may be irritating

    to mucous membranes and upper respiratory tract.

    Ingestion: May be fatal if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Nerves. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Mercury/mercury oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

  Immediately Dangerous to Life and Health  10 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORESCEIN MERCURIC ACETATE    CAS # 3570807

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be fatal if absorbed through skin. Readily

    absorbed through skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be fatal if inhaled. Material may be irritating

    to mucous membranes and upper respiratory tract.

    Ingestion: May be fatal if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Nerves. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Mercury/mercury oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: T+ N

    Indication of Danger: Very toxic. Dangerous for the environment.

    R: 26/27/28 33 50/53

    Risk Statements: Very toxic by inhalation, in contact with skin

    and if swallowed. Danger of cumulative effects. Very toxic to

    aquatic organisms, may cause long-term adverse effects in the

    aquatic environment.

    S: 13 28 36 45 60 61

    Safety Statements: Keep away from food, drink, and animal

    feedingstuffs. After contact with skin, wash immediately with

    plenty of soap-suds. Wear suitable protective clothing. In case

    of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible). This material and

    its container must be disposed of as hazardous waste. Avoid

    release to the environment. Refer to special instructions/safety

    data sheets.

  Immediately Dangerous to Life and Health  10 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORESCEIN SODIUM    CAS # 518478   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6721.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

TARGET ORGAN(S) OR SYSTEM(S)

    Kidneys.

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam\. Protective Equipment: Wear self-contained breathing

apparatus and protective clothing to prevent contact with skin and eyes.   

Specific Hazard(s): Emits t

TOXIC EMISSIONS WHEN BURNED: ODUCTS HAZARDOUS POLYMERIZATION  Hazardous

Polymerization: Will not occurROUTE OF EXPOSURE

REACTIVE PROPERTIES

STORAGE      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORESCEINAMINE ISOMER II    CAS # 51649833

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORESCENT BRIGHTENER 28    CAS # 4404437

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 1.5 - LD50 14530.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36

    Risk Statements: Irritating to eyes.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROACETONE    CAS # 430513

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes blisters on contact with skin.

    Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

    through skin.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. Kidneys. Spleen.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  45 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Strong  reducing

agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F T+

    Indication of Danger: Highly Flammable. Very toxic.

    R: 11 26/27/28

    Risk Statements: Highly flammable. Very toxic by inhalation, in

    contact with skin and if swallowed.

    S: 16 36 45

    Safety Statements: Keep away from sources of ignition - no

    smoking. Wear suitable protective clothing. In case of accident

    or if you feel unwell, seek medical advice immediately (show the

    label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROACETOPHENONE (4'-)    CAS # 403429

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  159.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Strong reducing

agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Keep away from heat and open flame.

Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROANILINE (2-)    CAS # 348549

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    Absorption into the body leads to the formation of methemoglobin

    which in sufficient concentration causes cyanosis. Onset may be

    delayed 2 to 4 hours or longer. To the best of our knowledge,

    the chemical, physical, and toxicological properties have not

    been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  140 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides,  Chloroformates,

Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 36/37/38

    Risk Statements: Harmful if swallowed. Irritating to eyes,

    respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROANILINE (4-)    CAS # 371404

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  ACUTE TOXICTY RISK INDEX 3.1 - LD50   417.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: May be harmful if inhaled. Material is extremely

    destructive to the tissue of the mucous membranes and upper

    respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Absorption into the body leads to the formation of

    methemoglobin which in sufficient concentration causes cyanosis.

    Onset may be delayed 2 to 4 hours or longer.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE***** mm Hg @ 20 °C

  FLASH POINT  165 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides,  Chloroformates,

Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 22-34

    Risk Statements: Harmful if swallowed. Causes burns.

    S: 26-36/37/39-45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.5 mg/m3

   DOE Short Term Exposure Limit  5 mg/m3

   DOE Ceiling Limit 35 mg/m3

  Immediately Dangerous to Life and Health   150 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZALDEHYDE (4-)    CAS # 459574

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  132.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents, Strong  reducing

agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZAMIDE (4-)    CAS # 824759

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Store in a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZENE    CAS # 462066

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  4399.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.7 - LC50  54207.3

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Harmful if inhaled. Material is irritating to mucous

   membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Central nervous system. Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Narcotic effect. To the best of our knowledge, the chemical,

   physical, and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   59.9 mm Hg @ 20 °C

  FLASH POINT  42.8 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

Store at 2-8°C

Keep container closed. Keep away from heat, sparks, and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame\. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F Xn

   Indication of Danger: Highly Flammable. Harmful.

   R: 11 20 52/53

   Risk Statements: Highly flammable. Harmful by inhalation.

   Harmful to aquatic organisms, may cause long-term adverse

   effects in the aquatic environment.

   S: 7 16 29 61

   Safety Statements: Keep container tightly closed. Keep away from

   sources of ignition - no smoking. Do not empty into drains.

   Avoid release to the environment. Refer to special

   instructions/safety data sheets.

  Immediately Dangerous to Life and Health  250 mg/m

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  125 mg/m3

   DOE Short Term Exposure Limit  350 mg/m3

   DOE Ceiling Limit 500 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZENESULFONYL CHLORIDE (2-)    CAS # 2905217

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Handle

and store under nitrogen.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZENESULFONYL CHLORIDE (3-)    CAS # 701279

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen fluoride Sulfur

oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store under nitrogen.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZENESULFONYL CHLORIDE (4-)    CAS # 349882   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Bases, Amines, Ammonia.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen chloride gas Hydrogen

fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 28 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. After

    contact with skin, wash immediately with plenty of water. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZOIC ACID    CAS # 445294

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 37/38

   Risk Statements: Irritating to respiratory system and skin.

   S: 22 26 28

   Safety Statements: Do not breathe dust. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. After contact with skin, wash immediately with plenty of

   water.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZOIC ACID (4-)    CAS # 456224

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    The chemical, physical, and toxicological properties of this

    product have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 41

    Risk Statements: Harmful if swallowed. Risk of serious damage to

    eyes.

    S: 26 39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZOPHENONE (4-)    CAS # 345835

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZOYL CHLORIDE (2-)    CAS # 393522   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  251.6 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Water, Alcohols, Oxidizing agents, Strong  bases.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Phosgene gas Hydrogen

fluoride

Store at -20°C

Moisture sensitive.

Keep tightly closed. Keep away from heat and open flame. Store in a cool dry

place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place. Store at -20░C SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 37

    Risk Statements: Causes burns. Irritating to respiratory system.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZOYL CHLORIDE (4-)    CAS # 403430   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns. Lachrymator.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  179.6 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Water, Alcohols, Oxidizing agents, Strong  bases.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Phosgene gas Hydrogen

fluoride

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame. Store in a cool dry

place.

Readily hydrolyzed.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place. Store at 2-8░C SPECIAL

REQUIREMENTS  Readily hydrolyzed.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZYL BROMIDE (4-)    CAS # 459461   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns. Lachrymator.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Alcohols, Amines, Bases, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26-36/37/39-45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZYL CHLORIDE (2-)    CAS # 345357   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if inhaled or swallowed. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin. Depending

    on the intensity and duration of exposure, effects may vary from

    mild irritation to severe destruction of tissue. Symptoms of

    exposure may include burning sensation, coughing, wheezing,

    laryngitis, shortness of breath, headache, nausea, and vomiting.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  134.6 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE

INCOMPATIBILITIES:Alcohols, Amines, Bases, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen fluoride

Store at -20°C

Keep tightly closed. Keep away from heat and open flame. Store in a cool dry

place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame. Store in a

cool dry place. Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZYLAMINE (2-)    CAS # 89996

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  153 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Acid  chlorides,

Heavy metal salts.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Keep away from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZYLAMINE (3-)    CAS # 100823

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  160 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Acid  chlorides,

Acid anhydrides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame. Store in a

cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 23 26 36/37/39 45

    Safety Statements: Do not breathe vapor. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing, gloves, and eye/face

    protection. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROBENZYLAMINE (4-)    CAS # 140750

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  150.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Acid  chlorides,

Acid anhydrides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Do not get in eyes, on skin, on    clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROCINNAMIC ACID (2-)    CAS # 451694

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROCINNAMIC ACID (ALPHA-)    CAS # 350903

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROCINNAMIC ACID (TRANS, 4-)    CAS # 459325

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROCINNAMOYL CHLORIDE (4-)    CAS # 13565087

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   F   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 4.2 - LD50    34.8 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: May be harmful if inhaled. Material is extremely

    destructive to the tissue of the mucous membranes and upper

    respiratory tract.

    Ingestion: Toxic if swallowed.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Moisture sensitive. Store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 25 34

    Risk Statements: Toxic if swallowed. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROCYTOSINE (5-)    CAS # 2022857

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 1.5 - LD50 15000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Bone marrow.

SIGNS AND SYMPTOMS OF EXPOSURE   To the best of our knowledge, the chemical,

physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORODEOXYURIDINE (5,5'-)    CAS # 3094095

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3390.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Nerves. Cardiovascular system. Blood. Kidneys. Liver. G.I.

    System. Bone marrow. Immune system.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORODEOXYURIDINE (5-)    CAS # 50919

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   B   .   .   .   .   .   .   .   J   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 3.4 - LD50   215.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: Harmful if swallowed 

TARGET ORGAN(S) OR SYSTEM(S)

   Bone marrow. G.I. System. Vascular system. Immune system. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 22 36

   Safety Statements: Do not breathe dust. Wear suitable protective

   clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORODIBENZENESULFONAMIDE (N-)    CAS # 133745752

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORODIMETHYLDIHYDROBENZ ISOTHIAZOLE (2:3,3:2,3:1    CAS # 124170236

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROETHANOL (2-)    CAS # 371620

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   D   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 5 - LD50     5.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   4.5 - LC50    150.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract. May be fatal if inhaled,

    swallowed, or absorbed through skin.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   16.0 mm Hg @ 20 °C

  FLASH POINT  93.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Phosphorus halides, Acid anhydrides, Acid  chlorides,

Strong reducing agents, Strong oxidizing agents, Strong    acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Carbon  monoxide

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Keep away from heat, sparks, and open flame.

Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T+

    Indication of Danger: Very toxic.

    R: 10-26/27/28

    Risk Statements: Flammable. Very toxic by inhalation, in contact

    with skin and if swallowed.

    S: 36/37/39-45

    Safety Statements: Wear suitable protective clothing, gloves,

    and eye/face protection. In case of accident or if you feel

    unwell, seek medical advice immediately (show the label where

    possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .005 ppm

   DOE Short Term Exposure Limit  .015 ppm

   DOE Ceiling Limit .0267 ppm

  Immediately Dangerous to Life and Health   1.25 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROETHYL CHLOROFORMATE (2-)    CAS # 462271

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns. Lachrymator.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. Toxic if

    inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  138 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen fluoride

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store at 2-8░C SPECIAL REQUIREMENTS  Moisture

sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 23 34

    Risk Statements: Toxic by inhalation. Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROINDOLE (5-)    CAS # 399520

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROINDOLE CARBOXYLIC ACID (5:2-)    CAS # 399768

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

the dark.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROIODOBENZALDEHYDE (2:5-)    CAS # 146137760

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen iodide Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store under nitrogen\. SPECIAL REQUIREMENTS  Store under

inert gas. Air sensitive.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROIODOBENZOIC ACID (2:6-)    CAS # 111771085

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen iodide Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROMETHYL BENZOYL CHLORIDE (4:3-)    CAS # 455845

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  208 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen fluoride

Store at 2-8°C

Keep tightly closed.

Moisture sensitive. Store under inert gas.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C SPECIAL REQUIREMENTS  Moisture sensitive. Store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROMETHYLBENZENE BORONIC ACID (4:3-)    CAS # 139911276

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROMETHYLPYRIDINIUM TOLUENE SULFONATE    CAS # 58086672

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORONAPHTHOIC ACID (4:1-)    CAS # 573035

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORONITROANILINE (2:5-)    CAS # 369368

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Absorption into the body leads to the formation of methemoglobin

    which in sufficient concentration causes cyanosis. Onset may be

    delayed 2 to 4 hours or longer. To the best of our knowledge,

    the chemical, physical, and toxicological properties have not

    been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  195.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides,  Chloroformates,

Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.    Avoid breathing

dust. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xi

    Indication of Danger: Highly Flammable. Irritant.

    R: 11 36/37/38

    Risk Statements: Highly flammable. Irritating to eyes,

    respiratory system and skin.

    S: 16 26 36

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORONITROBENZALDEHYDE (4:3-)    CAS # 42564512

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORONITROBENZENE (1,4-)    CAS # 350469   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   2   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 3 - LD50         mg/Kg

  INHALATION RISK INDEX   <1  - LC50   2600.0

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Harmful if inhaled. Material may be irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Absorption into the body leads to the formation of methemoglobin

   which in sufficient concentration causes cyanosis. Onset may be

   delayed 2 to 4 hours or longer. To the best of our knowledge,

   the chemical, physical, and toxicological properties have not

   been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  194 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid prolonged or repeated exposure. Do not breathe vapor. Avoid

contact with eyes, skin, and clothing. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21/22 33

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed. Danger of cumulative effects.

   S: 36

   Safety Statements: Wear suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORONITROBENZONITRILE (4:3-)    CAS # 1009354

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. Harmful if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    The chemical, physical, and toxicological properties of this

    product have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22-36/37/38

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    S: 26-36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORONITROBENZOTRIFLUORIDE (4:3-)    CAS # 367862

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  92 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 16 26 36/37/39

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORONITROPHENOL (3:4-)    CAS # 394412

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Damage to the eyes.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Damage to the eyes. Prolonged contact can cause: Depending on

    the intensity and duration of exposure, effects may vary from

    mild irritation to severe destruction of tissue.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Nitrogen  oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Do not get in eyes, on skin, on    clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22-37/38-41

    Risk Statements: Harmful if swallowed. Irritating to respiratory

    system and skin. Risk of serious damage to eyes.

    S: 26-39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORONITROPHENYL ISOCYANATE (4:3-)    CAS # 65303824

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. High concentrations are extremely destructive to

    tissues of the mucous membranes and upper respiratory tract,

    eyes, and skin.

SENSITIZATION

    Sensitization: Prolonged or repeated exposure may cause allergic

    reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Repeated exposure may cause asthma. To the best of our

    knowledge, the chemical, physical, and toxicological properties

    have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Water, Alcohols, Strong bases, Amines, Acids,  Strong

oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes and respiratory system.

    S: 23 26 28 37/39

    Safety Statements: Do not breathe vapor. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. After contact with skin, wash immediately with plenty of

    water. Wear suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUORONITROTOLUENE (3:4-)    CAS # 446344

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Harmful if inhaled. Material is irritating to mucous

    membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Absorption into the body leads to the formation of methemoglobin

    which in sufficient concentration causes cyanosis. Onset may be

    delayed 2 to 4 hours or longer. To the best of our knowledge,

    the chemical, physical, and toxicological properties have not

    been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37/38

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    S: 26 36/37

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENACYL BROMIDE (4-)    CAS # 403292

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Inhalation may result in spasm, inflammation and edema

    of the larynxand bronchi, chemical pneumonitis, and pulmonary

    edema. Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Hydrogen  bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26-36/37/39-45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENOL (3-)    CAS # 372203

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Severe irritation or burns.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes eye and skin irritation.

TARGET ORGAN(S) OR SYSTEM(S)

    Damage to the eyes.

SIGNS AND SYMPTOMS OF EXPOSURE

    Depending on the intensity and duration of exposure, effects may

    vary from mild irritation to severe destruction of tissue.

    Prolonged contact can cause: Damage to the eyes. To the best of

    our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  159.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acid chlorides, Acid anhydrides, Oxidizing  agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame. Store in a

cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed.

    S: 28 36/37

    Safety Statements: After contact with skin, wash immediately

    with plenty of polyethylene glycol. Wear suitable protective

    clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYL CHLOROFORMATE (4-)    CAS # 38377387

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Inhalation may result in spasm, inflammation and edema

    of the larynxand bronchi, chemical pneumonitis, and pulmonary

    edema. Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  169 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Hydrogen  chloride gas

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

Vent periodically. May develop pressure. Open carefully. Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. Open    carefully. STORAGE: Keep

tightly closed. Keep away from heat and open flame. Store at 2-8░C SPECIAL

REQUIREMENTS    Vent periodically. May develop pressure. Open carefully.   

Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 23/24/25-34

    Risk Statements: Toxic by inhalation, in contact with skin and

    if swallowed. Causes burns.

    S: 26-27-36/37/39-45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYL CHLOROTHIONOFORMATE (4-)    CAS # 42908736

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  184 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen chloride gas Hydrogen

fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place. Store under nitrogen\.

SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 22 34

    Risk Statements: Harmful if swallowed. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYL ISOCYANATE (2-)    CAS # 16744982

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SENSITIZATION

    Sensitization: Prolonged or repeated exposure may cause allergic

    reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Repeated exposure may cause asthma. To the best of our

    knowledge, the chemical, physical, and toxicological properties

    have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  123 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Water, Alcohols, Strong bases, Amines, Acids,  Strong

oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store at 2-8░C SPECIAL REQUIREMENTS  Moisture

sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 10 20/21/22 36/37/38

    Risk Statements: Flammable. Harmful by inhalation, in contact

    with skin and if swallowed. Irritating to eyes, respiratory

    system and skin.

    S: 16 23 26 27 28 36/37/39

    Safety Statements: Keep away from sources of ignition - no

    smoking. Do not breathe vapor. In case of contact with eyes,

    rinse immediately with plenty of water and seek medical advice.

    Take off immediately all contaminated clothing. After contact

    with skin, wash immediately with plenty of water. Wear suitable

    protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYL ISOCYANATE (3-)    CAS # 404717

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SENSITIZATION

    Sensitization: Prolonged or repeated exposure may cause allergic

    reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Repeated exposure may cause asthma. To the best of our

    knowledge, the chemical, physical, and toxicological properties

    have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  107 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Water, Alcohols, Strong bases, Amines, Acids,  Strong

oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store at 2-8░C SPECIAL REQUIREMENTS  Moisture

sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 10 20/21/22 36/37/38

    Risk Statements: Flammable. Harmful by inhalation, in contact

    with skin and if swallowed. Irritating to eyes, respiratory

    system and skin.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYL ISOCYANATE (4-)    CAS # 1195455

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SENSITIZATION

    Sensitization: Prolonged or repeated exposure may cause allergic

    reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Repeated exposure may cause asthma. To the best of our

    knowledge, the chemical, physical, and toxicological properties

    have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  127 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Water, Alcohols, Strong bases, Amines, Acids,  Strong

oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store at 2-8░C SPECIAL REQUIREMENTS  Moisture

sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36 42

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes. May cause sensitization by

    inhalation.

    S: 23 26 36/37

    Safety Statements: Do not breathe vapor. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYL ISOTHIOCYANATE (3-)    CAS # 404728

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SENSITIZATION

    Sensitization: May cause allergic reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Repeated exposure may cause asthma. To the best of our

    knowledge, the chemical, physical, and toxicological properties

    have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  185 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Water, Alcohols, Strong bases, Amines, Acids,  Strong

oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.

Store at 2-8°C

Moisture sensitive.

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 20/21/22 34 36/37

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Causes burns. Irritating to eyes and respiratory

    system.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYL PROPIONIC ACID (3:4-)    CAS # 459314

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYLACETYL CHLORIDE (4-)    CAS # 459041

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  225 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Water, Alcohols, Oxidizing agents, Strong  bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen fluoride Phosgene

gas

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYLALANINE (PARA,L-)    CAS # 1132689

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYLBORONIC ACID (4-)    CAS # 1765931

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

    Multiple Routes: Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 36/37/38

    Risk Statements: Harmful if swallowed. Irritating to eyes,

    respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYLHYDRAZINE (PARA-)    CAS # 823858

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPHENYLVINYL BORONIC ACID (TRANS,2:4-)    CAS # 214907241

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROPYRIDINIUM TRIFLATE (1-)    CAS # 107263956

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store under nitrogen\. SPECIAL REQUIREMENTS  Light

sensitive. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 35

    Risk Statements: Causes severe burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROSALICYLIC ACID (4-)    CAS # 345299

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Carbon  monoxide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROSTYRENE (4-)    CAS # 405992

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  95 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Halogens.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame.

REACTIVE PROPERTIES

HANDLING: Use protective clothing, gloves, and mask. Do not breathe vapor.

Avoid contact with eyes, skin, and clothing. STORAGE: Keep tightly closed.

Keep away from heat, sparks, and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROSULFONYLBENZOYL CHLORIDE (4-)    CAS # 402551   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Water, Alcohols, Oxidizing agents, Strong  bases.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen fluoride Sulfur

oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 36/37

    Risk Statements: Causes burns. Irritating to eyes and

    respiratory system.

    S: 26 27 28 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROTRICHLOROMETHANE    CAS # 75694

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   H   I   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 1.5 - LD50 15000.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   3.1 - LC50  72890.2

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Can cause rapid suffocation. Harmful if inhaled.

    Material is irritating to mucous membranes and upper respiratory

    tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Heart. Lungs. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure to high concentrations of vapor may cause

    light-headedness disorientation, nausea, vomiting, narcosis,

    cardiac dysrythmias, hypotension and death. The cardiac

    dysrythmias are potentially lethal because of sensitization of

    myocardium to endogenous epinephrine. To the best of our

    knowledge, the chemical, physical, and toxicological properties

    have not been thoroughly investigated. Exposure can cause:

    Nausea, dizziness, and headache. Stomach pains, vomiting,

    diarrhea. Weakness. Unconsciousness.

CONDITIONS AGGRAVATED BY EXPOSURE

    May cause nervous system disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE  664.3 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Sodium, Potassium,  Magnesium,

Aluminum, Zinc.

FIRE EXTINGUISHER:  Use water spray or fog nozzle to keep cylinder cool. Move

cylinder away from fire if there is no risk.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Phosgene gas Hydrogen

fluoride

Store at 2-8°C

Contents under pressure.

Keep tightly closed. Cylinder temperature should not exceed 125°F (52°C).

REACTIVE PROPERTIES

HANDLING: Do not breathe gas. Do not get in eyes, on skin, on clothing. Avoid

prolonged or repeated exposure. STORAGE: Keep tightly closed. Cylinder

temperature should not    exceed 125░F (52░C). Store at 2-8░C SPECIAL

REQUIREMENTS    Contents under pressure.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn N

    Indication of Danger: Harmful. Dangerous for the environment.

    R: 20 59

    Risk Statements: Harmful by inhalation. Dangerous for the ozone

    layer.

    S: 23 24/25 59 61

    Safety Statements: Do not breathe vapor. Avoid contact with skin

    and eyes. Refer to manufacturer/supplier for information on

    recovery/recycling. Avoid release to the environment. Refer to

    special instructions/safety data sheets.

OSHA REGULATORY LIMITS

  OSHA Ceiling Limit 1000 ppm

  OSHA Ceiling Limit 5600 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Short Term Exposure Limit 1000 ppm

  Immediately Dangerous to Life and Health  2000 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROTRIFLUOROMETHYL BENZOYL CHLORIDE (3:5-)    CAS # 171243304

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  165 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROTRIFLUOROMETHYL BENZOYL CHLORIDE (4:2-)    CAS # 189807214

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  188 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store under nitrogen\. SPECIAL REQUIREMENTS 

Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 23 26 36/37/39 45

    Safety Statements: Do not breathe vapor. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing, gloves, and eye/face

    protection. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROTRIFLUOROMETHYL BENZOYL CHLORIDE (4:3-)    CAS # 67515564

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  170 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROTRIFLUOROMETHYLBENZOYL CHLORIDE (2:6-)    CAS # 109227125

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  180 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong bases, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOROURACIL    CAS # 51218

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   B   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 3.7 - TD50     9.5 mg/Kg

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 3.3 - LD50   230.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SENSITIZATION

    Sensitization: Causes photosensitiveity. Exposure to light can

    result in allergic reactions resulting in dermatologic lesions,

    which can vary from sunburnlike responses to edematous,

    vesiculated lesions, or bullae

TARGET ORGAN(S) OR SYSTEM(S)

    Heart. Bone marrow. Immune system. Blood.

SIGNS AND SYMPTOMS OF EXPOSURE

    May cause nausea, vomiting, anorexia, diarrhea, stomatitis,

    fever, malaise, weakness, headache, depression, skin rash,

    erythema, bone marrow depression, bleeding syndrome, and renal

    impairment. Deaths have occured.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .0000100 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22

    Risk Statements: Harmful if swallowed.

    S: 36

    Safety Statements: Wear suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .75 mg/m3

   DOE Short Term Exposure Limit  2.5 mg/m3

   DOE Ceiling Limit 19 mg/m3

  Immediately Dangerous to Life and Health   100 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUOSTAIN I    CAS # 4193559

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 1.5 - LD50 14530.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed. 

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36

    Risk Statements: Irritating to eyes.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FLUSILAZOLE PESTANAL    CAS # 85509199

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.9 - LD50   674.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. Harmful if inhaled.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride Silicon oxide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FMOC OSU    CAS # 82911691

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    S: 22 24/25

    Safety Statements: Do not breathe dust. Avoid contact with skin

    and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FOLIC ACID    CAS # 589162

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   1.3 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .104 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 23/24/25 33

   Risk Statements: Toxic by inhalation, in contact with skin and

   if swallowed. Danger of cumulative effects.

   S: 36/37/39 45

   Safety Statements: Wear suitable protective clothing, gloves,

   and eye/face protection. In case of accident or if you feel

   unwell, seek medical advice immediately (show the label where

   possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FOLIC ACID    CAS # 59303

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.2 - LD50 32258.1 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FOLIN-CIOCALTEU'S REAGENT    CAS # 5

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

    IN CASE OF FIRE, DEVELOPMENT OF TOXIC AND IRRITANT DECOMPOSITION

    PRODUCTS.

  OTHER HEALTH HAZARDS

    MAY BE HARMFUL.

    IRRITATING TO EYES AND SKIN.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMALDEHYDE    CAS # 50000   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   .   D   E   .   G   .   I   .   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 4.5 - TD50     1.4 mg/Kg

  ACUTE TOXICTY RISK INDEX 3.7 - LD50   100.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   3.7 - LC50 ********

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Readily absorbed through skin.

    Eye Contact: Causes burns.

    Inhalation: High concentrations are extremely destructive to the

    tissue of themucous membranes and upper respiratory tract.

    Ingestion: Ingestion can cause immediate burning pain in the

    mouth, throat, abdomen; severe swelling of the larynx and

    skeletal paralysis affecting the ability to breathe, circulatory

    shock and convulsions.

    Multiple Routes: Toxic by inhalation, ingestion, or skin

    absorption.

SENSITIZATION

    Sensitization: May cause allergic respiratory and skin reactions

TARGET ORGAN(S) OR SYSTEM(S)

    Eyes. Kidneys. Liver. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Exposure can cause: Coughing, chest pains, difficulty

    in breathing. Gastrointestinal disturbances. May cause

    convulsions. To the best of our knowledge, the chemical,

    physical, and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE   28.1 mm Hg @ 20 °C

  FLASH POINT  147.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Incompatible with: aniline, phenol,  isocyanates,

anhydrides, Strong acids, Strong bases, Strong    oxidizing agents, Amines,

Peroxides.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 23/24/25 34 40 43

    Risk Statements: Toxic by inhalation, in contact with skin and

    if swallowed. Causes burns. Limited evidence of a carcinogenic

    effect. May cause sensitization by skin contact.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

  Immediately Dangerous to Life and Health  20 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .3 ppm

   DOE Short Term Exposure Limit  .9 ppm

   DOE Ceiling Limit 14 ppm

  Immediately Dangerous to Life and Health   56 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMALDEHYDE (D2-)    CAS # 1664988

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   G   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes eye irritation. Lachrymator.

    Inhalation: Harmful if inhaled. Material is irritating to mucous

    membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SENSITIZATION

    Sensitization: May cause allergic respiratory and skin reactions

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Peroxides, Amines, Strong oxidizing agents,  Strong bases,

Strong acids Incompatible with: aniline, phenol,    isocyanates, anhydrides.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

REACTIVE PROPERTIES

HANDLING: Avoid prolonged or repeated exposure. Do not breathe vapor. Avoid

contact with eyes, skin, and clothing. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22-36/37/38-40-43

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    Limited evidence of a carcinogenic effect. May cause

    sensitization by skin contact.

    S: 26-36/37-51

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves. Use only in well

    ventilated areas.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMAMIDE    CAS # 75127

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   G   H   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  REPRODUCTIVE RISK INDEX   2.6

  ACUTE TOXICTY RISK INDEX 3 - LD50  5577.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50   7169.6

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Readily absorbed through skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: May be harmful if inhaled. Vapor or mist is

    irritating to the mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Blood. Central nervous system. Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Gastrointestinal disturbances. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

    Material can cause severe burns and blistering which may not be

    immediately painful or visible. The full extent of tissue damage

    may not exhibit itself for 12-24 hours after exposure.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .0800 mm Hg @ 20 °C

  FLASH POINT  302 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Acids, Bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not breathe mist. Do not    get in eyes,

on skin, on clothing. Avoid prolonged or repeated    exposure. STORAGE: Keep

tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 61

    Risk Statements: May cause harm to the unborn child.

    S: 53 45

    Safety Statements: Restricted to professional users. Attention -

    Avoid exposure - obtain special instructions before use. In case

    of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 20 ppm

  OSHA Short Term Exposure Limit  30 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 10 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 ppm

   DOE Short Term Exposure Limit  20 ppm

   DOE Ceiling Limit 125 ppm

  Immediately Dangerous to Life and Health   1250 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMAMIDINE HYDROCHLORIDE    CAS # 6313333

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS Very hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMAMIDOXIME    CAS # 624828

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system.

CONDITIONS AGGRAVATED BY EXPOSURE

    The toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

REACTIVE PROPERTIES

STORAGE Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 40

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Limited evidence of a carcinogenic effect.

    S: 22 36

    Safety Statements: Do not breathe dust. Wear suitable protective

    clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMANILIDE    CAS # 103708

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMIC ACID    CAS # 64186

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  ACUTE TOXICTY RISK INDEX 4 - LD50  1100.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   3.1 - LC50   1922.0

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. May be harmful

   if inhaled.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys. Liver. Central nervous system. Blood.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE   44.8 mm Hg @ 20 °C

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Finely powdered

metals.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame\. SPECIAL REQUIREMENTS   Vent periodically. May

develop pressure. Open carefully.   Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 35

   Risk Statements: Causes severe burns.

   S: 23 26 45

   Safety Statements: Do not breathe vapor. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. In case of accident or if you feel unwell, seek medical

   advice immediately (show the label where possible).

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 5 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 5 ppm

  ACGIH Short Term Exposure Limit 10 ppm

  Immediately Dangerous to Life and Health  30 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 ppm

   DOE Short Term Exposure Limit  10 ppm

   DOE Ceiling Limit 10 ppm

  Immediately Dangerous to Life and Health   30 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMIC ACID THALLOUS SALT    CAS # 992983

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Eye Contact: Can cause blindness.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

   through skin. Causes eye and skin irritation.

TARGET ORGAN(S) OR SYSTEM(S)

   Nerves. Cardiovascular system. Eyes. Skin. Liver. Kidneys. Male

   reproductive system.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   The most characteristic symptom of thallium exposure is alopecia

   (loss of hair). Cutaneous effects may include dry, scaly skin

   and impairment of nail growth often resulting in the appearance

   of crescent-shaped strips across fingernails and toenails (Mees'

   line). Other symptoms in acute poisoning relate chiefly to the

   gastrointestinal tract, nervous system, skin, eyes, and

   cardiovascular system. Acute poisoning results in swelling of

   the feet and legs, arthralgia, vomiting, insomnia, hyperesthesia

   and paresthesia of the hands and feet, mental confusion,

   polyneuritis with severe pain in the legs and loins, partial

   paralysis of the legs, angina-like pains, nephritis, wasting and

   weakness, and lymphocytosis and eosinophilia. In chronic

   poisoning, central and peripheral nervous system abnormalities

   may persist including ataxia, tremor, incoordination, paralysis

   of extremities, endocrine disorders, memory loss, and psychoses

   may develop.

   may develop.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Thallium

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store in a cool dry place. SPECIAL REQUIREMENTS 

Hygroscopic.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMVAR    CAS # 63148314

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed. 

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

  FLASH POINT  55.4 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMVAR    CAS # 63148641

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed. 

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

  FLASH POINT  55.4 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMVAR    CAS # 9003322

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed. 

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

  FLASH POINT  55.4 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMYLCINNAMIC ACID (4-)    CAS # 23359082

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMYLFURANBORONIC ACID (2:5-)    CAS # 27329700

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMYLMETHOXYPHENYL BORONIC ACID (3:4-)    CAS # 121124978

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 22 26 36/37/39 45

    Safety Statements: Do not breathe dust. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing, gloves, and eye/face

    protection. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMYLMORPHOLINE (4-)    CAS # 4394858

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6500.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  257 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMYLPHENOXYACETIC ACID (PARA-)    CAS # 57159612

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: ND NITROGEN OXIDESHAZARDOUS POLYMERIZATION

REACTIVE PROPERTIES

MINOR AMOUNTS OF ACID CAUSE ACROLEIN TO POYLMERIZE WITH RELEASE OF

HEAT.BENZYL ALCOHOL CONTAINING ACIDIC CONSTITUENTS AND DISSOLVED IRON WAS

FOUND TOPOLYMERIZE WITH A RAPID TEMPERATURE INCREASE WHEN HEATED IN EXCESS

OF100C.(AMINES, PYRIDINE, AND ALKALI HYDROXIDES ACT AS INHIBITORS AND

PREVENTPOLYMERIZATION.) REACT VIGOROUSLY WITH LITHIUM ALUMINUM HYDRIDE.

HIGHCONCENTRATIONS OF ACID REACT EXPLOSIVELY WITH NICKEL NITRIDE AND

HEAT.INITIATE A FAST DECOMPOSITION OF SODIUM OZONATE. REACTS WITH

THORIUMPHOSPHIDE TO RELEASE SPONTANEOUSLY FLAMMABLE PHSOPHINE. REACTS

VIOLENTLY WITHTRI-ISO-BUTYL ALUMINUM.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMYLPHENYLBORONIC ACID (3-)    CAS # 87199164

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 22 26 36/37/39 45

    Safety Statements: Do not breathe dust. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing, gloves, and eye/face

    protection. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMYLPHENYLBORONIC ACID (4-)    CAS # 87199175

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 22 26 36/37/39 45

    Safety Statements: Do not breathe dust. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing, gloves, and eye/face

    protection. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMYLPIPERIDINE (1-)    CAS # 2591868

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.8 - LD50   870.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  215.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 21/22 36/37/38

    Risk Statements: Harmful in contact with skin and if swallowed.

    Irritating to eyes, respiratory system and skin.

    S: 26 36/37

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  4 ppm

   DOE Short Term Exposure Limit  10 ppm

   DOE Ceiling Limit 75 ppm

  Immediately Dangerous to Life and Health   75 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMYLSALICYLIC ACID (5-)    CAS # 616762

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMYLTHIOPHENE BORONIC ACID (3:2-)    CAS # 17303832

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Borane/boron oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FORMYLTHIOPHENE BORONIC ACID (5:2-)    CAS # 4347335

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FREUND'S ADJUVANT    CAS # 9007812

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Potent inflammatory agent especially if introduced intradermally

    or into the eyes. Profound sloughing of skin or loss of sight

    may occur. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated. Freund's adjuvant complete is a formulation that

    is used to enhance and prolong immune response as well as

    potentiate sensitization. Positive TB test leading to a chronic

    granulomatous reaction has been observed from accidental

    self-injection. Tubercle 58 (4), 1977, pages 221-224.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FRUCTOSE (D-)    CAS # 57487

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FRUCTOSE DIPHOSPHATE SODIUM (D,1,6-)    CAS # 488697

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

-20░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FRUCTOSE PHOSPHATE BARIUM (D:6-)    CAS # 6035547

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Harmful if inhaled. Material may be irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Damage to the heart. Heart. Nerves. Kidneys. G.I. System. Bone

   marrow. Spleen. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Narcotic effect. Damage to the heart.

   Ingestion of soluble barium compounds can cause gastroenteritis,

   muscular paralysis, contractions of the smooth, striated, and

   cardiac muscles, vomiting, diarrhea, slow irregular pulse, and

   hypertension. To the best of our knowledge, the chemical,

   physical, and toxicological properties have not been thoroughly

   investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

   May cause nervous system disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/22

   Risk Statements: Harmful by inhalation and if swallowed.

   S: 28

   Safety Statements: After contact with skin, wash immediately

   with plenty of water.

  Immediately Dangerous to Life and Health  350 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FUCITOL (L-)    CAS # 13074061

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May cause irritation. May be harmful by

   inhalation, ingestion, or skin absorption.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

STORAGE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FUCOSE (L-)    CAS # 2438804

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FUCOSE (L-)    CAS # 6696419

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FUEL OIL    CAS # 68476302

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 1.6 - LD50 12000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

TOXICITY DATA

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

Store at 2-8°C

REACTIVE PROPERTIES

STORAGE   Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 40

   Risk Statements: Limited evidence of a carcinogenic effect.

   S: 36/37

   Safety Statements: Wear suitable protective clothing and gloves.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  100 mg/m3

   DOE Short Term Exposure Limit  100 mg/m3

   DOE Ceiling Limit 100 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FULLER'S EARTH    CAS # 8031183

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: Causes eye irritation.

   Inhalation: Harmful if inhaled. Material is irritating to mucous

   membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Lungs.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong acids.

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate

tosurrounding fire conditions.

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. STORAGE: Keep container closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20 36/37

   Risk Statements: Harmful by inhalation. Irritating to eyes and

   respiratory system.

   S: 22 26 36

   Safety Statements: Do not breathe dust. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. Wear suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 mg/m3

   DOE Short Term Exposure Limit  6 mg/m3

   DOE Ceiling Limit 500 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FUMARIC ACID    CAS # 110178

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50  9300.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

TARGET ORGAN(S) OR SYSTEM(S)

    Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Gastrointestinal disturbances.

CONDITIONS AGGRAVATED BY EXPOSURE

    The toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .210 mm Hg @ 20 °C

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Oxidizing agents, Amines.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Store

in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36

    Risk Statements: Irritating to eyes.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  40 mg/m3

   DOE Short Term Exposure Limit  100 mg/m3

   DOE Ceiling Limit 500 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FUMARIC ACID DISODIUM    CAS # 17013013

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  8000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes   on skin,on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURALDEHYDE (2-)    CAS # 98011   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   I   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   2   2      

  ACUTE TOXICTY RISK INDEX 3.9 - LD50    65.0 mg/Kg

  NEUROTOXIC - RISK INDEX   3.0

  INHALATION HAZARD  INHALATION RISK INDEX   2.9 - LC50  23029.8

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin. Readily

    absorbed through skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Toxic if inhaled. Material is irritating to mucous

    membranes and upper respiratory tract.

    Ingestion: Toxic if swallowed.

SENSITIZATION

    Sensitization: May cause allergic respiratory and skin reactions

    Causes photosensitiveity. Exposure to light can result in

    allergic reactions resulting in dermatologic lesions, which can

    vary from sunburnlike responses to edematous, vesiculated

    lesions, or bullae

TARGET ORGAN(S) OR SYSTEM(S)

    Nerves. Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    Causes central nervous system (CNS) depression, loss of taste,

    numbness of the tongue, headaches, and stupor. Material is

    extremely destructive to tissue of the mucous membranes and

    upper respiratory tract, eyes, and skin. Inhalation may result

    in spasm, inflammation and edema of the larynxand bronchi,

    chemical pneumonitis, and pulmonary edema. Symptoms of exposure

    may include burning sensation, coughing, wheezing, laryngitis,

    shortness of breath, headache, nausea, and vomiting. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

    May cause nervous system disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  Explosive

  VAPOR PRESSURE    1.7 mm Hg @ 20 °C

  FLASH POINT  140 °F

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 21 23/25 36/37 40

    Risk Statements: Harmful in contact with skin. Toxic by

    inhalation and if swallowed. Irritating to eyes and respiratory

    system. Limited evidence of a carcinogenic effect.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 2 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 2 ppm

  Immediately Dangerous to Life and Health  100 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 ppm

   DOE Short Term Exposure Limit  2 ppm

   DOE Ceiling Limit 10 ppm

  Immediately Dangerous to Life and Health   100 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURALDEHYDE (3-)    CAS # 498602

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  118.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame. Store under

nitrogen.

Store under inert gas. Light sensitive.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store under nitrogen. Store at 2-8░C SPECIAL

REQUIREMENTS  Store under inert gas. Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURAN    CAS # 110009   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   .   D   .   .   .   .   I   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   4   2      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 5+ - TD50      .4 mg/Kg

  ACUTE TOXICTY RISK INDEX 3.2 - LD50   300.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   4.2 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. Harmful if inhaled.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. G.I. System. Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Can cause CNS depression. Prolonged or repeated exposure to skin

    causes defatting and dermatitis.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  Explosive

  VAPOR PRESSURE  476.7 mm Hg @ 20 °C

  FLASH POINT  -32.8 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Oxidizing agents Avoid contact with acid.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Carbon Dioxide, dry chemical powder, or appropriate    foam. Water can be

applied as a spray or fog and if properly    applied is capable of

extinguishing the fi

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame\. SPECIAL REQUIREMENTS    Refrigerate

before opening. May develop pressure. Open carefully.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F+ T

    Indication of Danger: Extremely Flammable. Toxic.

    R: 45 12 19 20/22 38 48/22 68 52/53

    Risk Statements: May cause cancer. Extremely flammable. May form

    explosive peroxides. Also harmful by inhalation and if

    swallowed. Irritating to skin. Also harmful: danger of serious

    damage to health by prolonged exposure if swallowed. Also

    possible risks of irreversible effects. Harmful to aquatic

    organisms, may cause long-term adverse effects in the aquatic

    environment.

    S: 53 45 61

    Safety Statements: Restricted to professional users. Attention -

    Avoid exposure - obtain special instructions before use. In case

    of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible). Avoid release to

    the environment. Refer to special instructions/safety data

    sheets.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.25 ppm

   DOE Short Term Exposure Limit  4 ppm

   DOE Ceiling Limit 6.8 ppm

  Immediately Dangerous to Life and Health   19 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURAN BORONIC ACID (2-)    CAS # 13331232

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

Store at 2-8°C

Handle and store under inert gas.

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C SPECIAL REQUIREMENTS Handle and store under inert gas.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURAN BORONIC ACID (3-)    CAS # 55552700

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURANACETAMIDE (ALPHA-O,O-2-)    CAS # 84522178

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

S

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

STORAGE      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURANDIONE (24,3H,5H-)    CAS # 4971566

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURANMETHANOL (3-)    CAS # 4412913

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  100.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Acid chlorides, Acid  anhydrides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame. Store in a

cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURFURYL ALCOHOL    CAS # 98000   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   H   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   2   2      

  ACUTE TOXICTY RISK INDEX 4 - LD50   177.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD

  INHALATION RISK INDEX   2.2 - LC50    933.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Toxic if absorbed through skin. Readily

    absorbed through skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Toxic if inhaled. Material is irritating to mucous

    membranes and upper respiratory tract.

    Ingestion: Toxic if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Eyes. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: CNS depression. Nausea, dizziness, and

    headache. Exposure to and/or consumption of alcohol may increase

    toxic effects.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  Explosive

  VAPOR PRESSURE .500 mm Hg @ 20 °C

  FLASH POINT  149 °F

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Avoid contact with acid., Oxygen, Strong  oxidizing agents

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place. Store under nitrogen\.

SPECIAL REQUIREMENTS  Air sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 10 ppm

  OSHA Short Term Exposure Limit  15 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 10 ppm

  ACGIH Short Term Exposure Limit 15 ppm

  Immediately Dangerous to Life and Health  75 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  15 ppm

   DOE Short Term Exposure Limit  15 ppm

   DOE Ceiling Limit 15 ppm

  Immediately Dangerous to Life and Health   75 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURFURYLAMINE    CAS # 617890

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  98.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Strong  oxidizing

agents Carbon dioxide.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 10 21/22 34

    Risk Statements: Flammable. Harmful in contact with skin and if

    swallowed. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURFURYLAMINOPURINE (6-)    CAS # 525791

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure.STORAGE: Keep tightly closed.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FUROIC ACID (2-)    CAS # 88142

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed. 

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FUROIC ACID (3-)    CAS # 488937

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36/37

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FUROIN    CAS # 552863

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

   User Exposure: Avoid inhalation. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Store in a cool dry place.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURONITRILE (2-)    CAS # 617903

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Harmful if inhaled. Material may be irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  95 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong reducing agents, Strong oxidizing  agents, Strong

bases, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxidesand nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 10-20/21/22-41

    Risk Statements: Flammable. Harmful by inhalation, in contact

    with skin and if swallowed. Risk of serious damage to eyes.

    S: 26-36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FUROSEMIDE    CAS # 54319

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2600.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. Kidneys. Ears. Male reproductive system.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides Hydrogen chloride

gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store in the dark. Store with desiccant.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 61

    Risk Statements: May cause harm to the unborn child.

    S: 53 22 36/37/39 45

    Safety Statements: Avoid exposure - obtain special instructions

    before use. Do not breathe dust. Wear suitable protective

    clothing, gloves, and eye/face protection. In case of accident

    or if you feel unwell, seek medical advice immediately (show the

    label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FUROYL CHLORIDE (2-)    CAS # 527695

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  185 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases,  Alcohols.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURYLACROLEIN (3:2-)    CAS # 623303

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.8 - LD50   860.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  211 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed. Store under nitrogen.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store

under nitrogen. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 28 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

FURYLACRYLIC ACID    CAS # 539479

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

