U-73122    CAS # 112648687

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Stomach pains, vomiting, diarrhea. Headache.

   Dizziness. Anorexia. Nausea. Fever. To the best of our

   knowledge, the chemical, physical, and toxicological properties

   have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UMBELLIFERONE    CAS # 93356

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UNDECANE    CAS # 1120214

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   517.0 mg/Kg

  INHALATION RISK INDEX   1.6 - LC50   2820.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Ingestion of small quantities is usually nonfatal

   unless aspiration occurs. Aspiration may lead to chemical

   pneumonitis which is characterized by pulmonary edema and

   hemorrhage and may be fatal.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .260 mm Hg @ 20 °C

  FLASH POINT  143 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Bases, Oxidizing agents, Reducing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 36/37/38 65

   Risk Statements: Irritating to eyes, respiratory system and

 skin. Harmful: may cause lung damage if swallowed.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UNDECANOL (1-)    CAS # 112425

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   F   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.   Avoid prolonged or

repeated exposure. Do not breathe vapor. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi N

   Indication of Danger: Irritant. Dangerous for the environment.

   R: 38 43 51/53

   Risk Statements: Irritating to skin. May cause sensitization by

 skin contact. Toxic to aquatic organisms, may cause long-term

   adverse effects in the aquatic environment.

   S: 36/37 61

   Safety Statements: Wear suitable protective clothing and gloves.

   Avoid release to the environment. Refer to special

   instructions/safety data sheets.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UNDECANONE (2-)    CAS # 112129

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6000.0 mg/Kg

  INHALATION RISK INDEX   1.3 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

    Sensitization: Will not occur

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE***** mm Hg @ 20 °C

  FLASH POINT  192.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: N

    Indication of Danger: Dangerous for the environment.

    R: 51/53

    Risk Statements: Toxic to aquatic organisms, may cause long-term

    adverse effects in the aquatic environment.

    S: 23 24/25 61

    Safety Statements: Do not breathe vapor. Avoid contact with skin

    and eyes. Avoid release to the environment. Refer to special

    instructions/safety data sheets.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UNDECENOYL CHLORIDE (10-)    CAS # 38460956   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  199.4 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Water, Alcohols, Oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder. Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Phosgene gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34 37

   Risk Statements: Causes burns. Irritating to respiratory system.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UNDECYLENIC ACID    CAS # 112389

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   F   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2500.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Nausea, headache, and vomiting. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .000500 mm Hg @ 20 °C

  FLASH POINT  300 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Bases, Oxidizing agents, Reducing agents.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UNDECYLENIC ACID METHYL ESTER    CAS # 111819

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UNRANYL ACETATE    CAS # 542093

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: HAZARDOUS POLYMERIZATION  WILL NOT OCCUR

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URACIL    CAS # 66228

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URANYL ACETATE    CAS # 541093

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

  ACUTE EFFECTS

    MAY CAUSE SKIN IRRITATION.

    MAY BE HARMFUL IF ABSORBED THROUGH THE SKIN.

    MAY CAUSE EYE IRRITATION.

    MAY BE HARMFUL IF INHALED.

    MATERIAL MAY BE IRRITATING TO MUCOUS MEMBRANES AND UPPER

    RESPIRATORY TRACT.

    MAY BE HARMFUL IF SWALLOWED.

    TO THE BEST OF OUR KNOWLEDGE, THE CHEMICAL, PHYSICAL, AND

    TOXICOLOGICAL PROPERTIES HAVE NOT BEEN THOROUGHLY INVESTIGATED.

  CHRONIC EFFECTS

    TARGET ORGAN(S):

    KIDNEYS

    LIVER

    LUNGS

    CONTAINS A RADIOACTIVE ISOTOPE WHICH MAY PRODUCE CANCER

    AND GENETIC MUTATION.

  RTECS #: YR3675000

    URANIUM, BIS(ACETATO-O)DIOXO-, (T-4)

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: US POLYMERIZATION  WILL NOT OCCU

REACTIVE PROPERTIES

- 

  Immediately Dangerous to Life and Health  10 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URANYL ACETATE DIHYDRATE    CAS # 6159440

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  ACUTE TOXICTY RISK INDEX 3.4 - LD50   204.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation skin Absorption: May be harmful

if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be fatal if inhaled. Material may be irritating

   to mucous membranes and upper respiratory tract.

   Ingestion: May be fatal if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys. Liver. Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure may cause: Conjunctivitis. Blood effects. Symptoms may

   be delayed. To the best of our knowledge, the chemical,

   physical, and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Uranium oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: R T+ N

   Indication of Danger: Radioactive. Very toxic. Dangerous for the

   environment.

   R: 26/28 33 51/53

   Risk Statements: Very toxic by inhalation and if swallowed.

   Danger of cumulative effects. Toxic to aquatic organisms, may

   cause long-term adverse effects in the aquatic environment.

   S: 20/21 45 61

   Safety Statements: When using do not eat, drink, or smoke. In

   case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). Avoid release to

   the environment. Refer to special instructions/safety data

   sheets.

  Immediately Dangerous to Life and Health  10 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URANYL NITRATE SOLUTION    CAS # 13520837

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   1   OX   

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be fatal if inhaled. Material may be irritating

   to mucous membranes and upper respiratory tract.

   Ingestion: May be fatal if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys. Liver. Lungs. Brain.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   Exposure can cause: Damage to the kidneys. Damage to the liver.

   Damage to the lungs. Blood effects. Symptoms may be delayed.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:   TOXIC

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam. FIREFIGHTIN   Protective Equipment: Wear self-contained

breathing apparatus and protective clothing to prevent contact with skin and

eyes.   Specific Hazard(s): E

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Uranium oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T+ R N

   Indication of Danger: Very toxic. Radioactive. Dangerous for the

   environment.

   R: 26/28 33 51/53

   Risk Statements: Very toxic by inhalation and if swallowed.

   Danger of cumulative effects. Toxic to aquatic organisms, may

   cause long-term adverse effects in the aquatic environment.

   S: 20/21 45 61

   Safety Statements: When using do not eat, drink, or smoke. In

   case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). Avoid release to

   the environment. Refer to special instructions/safety data

   sheets.

  Immediately Dangerous to Life and Health  10 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UREA    CAS # 57136

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  8471.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .010000 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UREA HYDROGEN PEROXIDE    CAS # 124436   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   1   OX   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: May be harmful if inhaled. Material is extremely

    destructive to the tissue of the mucous membranes and upper

    respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE   15.5 mm Hg @ 20 °C

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Alcohols, Organic materials, Heavy metals,  Finely powdered

metals, Strong reducing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Oxygen

Store at 2-8°C

Keep away from combustible materials, heat, sparks, and open flame. Store

away from heat.

Store under inert gas. Air, light, and moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep away from combustible

materials, heat, sparks, and open flame. Store away from heat. Store at 2-8░C

SPECIAL REQUIREMENTS  Store under inert gas. Air, light, and moisture

sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: O C

    Indication of Danger: Oxidizing. Corrosive.

    R: 8 34

    Risk Statements: Contact with combustible material may cause

    fire. Causes burns.

    S: 17 26 36/37/39 45

    Safety Statements: Keep away from combustible material. In case

    of contact with eyes, rinse immediately with plenty of water and

    seek medical advice. Wear suitable protective clothing, gloves,

    and eye/face protection. In case of accident or if you feel

    unwell, seek medical advice immediately (show the label where

    possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UREASE    CAS # 9002135

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

    Respiratory: May cause allergic respiratory reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Use extinguishing media appropriate to surrounding fire

conditions.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.    Avoid inhalation.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 36/37/38 42

    Risk Statements: Irritating to eyes, respiratory system and

 skin. May cause sensitization by inhalation.

    S: 22 24 26 36/37

    Safety Statements: Do not breathe dust. Avoid contact with skin.

    In case of contact with eyes, rinse immediately with plenty of

    water and seek medical advice. Wear suitable protective clothing

    and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URETHANE    CAS # 51796   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   .   .   .   .   .   .   I   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 3.1 - TD50    41.3 mg/Kg

  REPRODUCTIVE RISK INDEX   2.5

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1809.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   1.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.   Eye

Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Bone marrow. Central nervous system. Immune system.

SIGNS AND SYMPTOMS OF EXPOSURE

   Causes depression of bone marrow and occasionally focal

   degeneration in the brain, can also produce CNS depression,

   nausea and vomiting. Can cause CNS depression.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .200 mm Hg @ 20 °C

  FLASH POINT  198 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 45

   Risk Statements: May cause cancer.

   S: 53 45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URIC ACID    CAS # 69932

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

    The toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen cyanide

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URIC ACID SODIUM    CAS # 1198772

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

    The toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

REACTIVE PROPERTIES

STORAGE

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URICASE    CAS # 9002124

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  8065.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

    Sensitization: Prolonged or repeated exposure may cause allergic

    reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Use extinguishing media appropriate to surrounding fire

conditions.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.    Avoid inhalation.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URIDINE    CAS # 58968

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URIDINE DIPHOSPHOGLUCOSE DISODIUM    CAS # 28053089

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Nerves. Liver. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

   Can cause CNS depression. To the best of our knowledge, the

   chemical, physical, and toxicological properties have not been

   thoroughly investigated. Narcotic effect.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sodium oxide Phosphorous oxides Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°CHANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°CHANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°CHANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°CHANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°CHANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°CHANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°CHANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°CHANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at
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Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at
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Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°CHANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°CHANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°CHANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°C   Store at -20°C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URIDINE DIPHOSPHOGLUCURONIC ACID (5'-)    CAS # 63700196

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

-20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

URIDINE MONOPHOSPHATE (5'-)    CAS # 58979

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

-20░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

UROCANIC ACID    CAS # 104983

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Bases, Oxidizing agents, Reducing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Avoid prolonged or    repeated

exposure. STORAGE: Keep container closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

